‘systemair

AXC 355

medium pressure axial fan
Numéro article: C355AXC
Variante: Par défaut

Axial fan of the AXC series, suitable for continuous operation in
temperatures between -20°C and 55°C. CE mark of conformity.

Impeller:

~ The adjustable blade angle allows flexible and exact adjustment to the
desired working point with optimum efficiency. The blade angle is pre-set in
the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

-~ Dynamically balanced according to 1SO 21940-11 and ISO 14694,
balancing quality G6,3.

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461.
~ Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide
additional stability.

~ Pre-wired terminal box on fan casing for easy electrical connection, IP65
(IEC 60034-5).

- PV version: Includes bolt-on outlet guide vanes which increases fan
pressure and efficiency.

Motor:

~ High efficiency three-phase asynchronous motors with squirrel cage rotor.
~ Protection class IP55 (IEC 60034-5), insulation class F.

~ The motors are equipped with PTC thermistors for motor protection.

~ Single and two-speed motors are available.

~ Speed controllable via frequency converter, suitable for turn down to 10Hz.

The AXC axial fans have been tested in Systemair's AMCA certified Laboratory according to ISO 5801 and AMCA 210,

Parametres techniques

Dimensions et poids

Poids
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Accessoires

EV-AR/AXC 355 Manchette souple (8353) e FSD1 Amortisseur AXC (311438)

e FSD2 Amortisseur AXC/set (305488) GFL-AR/AXC 355 Contre-bride (8377)

LRK 355(F) Clapet Refoulement (8317) MFA AXC/AM 355 Console montage (311284)
RSA 355/355/070 (F) (311349) RSA 355/532,5/070 (F) (311350)

RSA 355/710/070 (F) (311351) o SG AXC/AM 355 Grille Protect. (310686)
ZSD1 Amortisseur AXC/set (311436) e ZSD2 Amortisseur AXC/set (308600)

o FC102-1,1kW/3A-IP55, 150/50m (36158) FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-2,2kW/5 6A-IP55, 150/50m (36160) ABS 355 AXC (302961)

ESD-F 355 Buse d'aspiration (305257) MPR 355 mounting ring AXC (309801)

SD 315-450 Amortisseur caout. (8340) vibration mon. set A2/VKV (34262)
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Spécification

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°C. CE mark of conformity.
Impeller:

Impellers with profiled blades made of cast aluminum alloy.

Dynamically balanced according to ISO 21940-11 and 1SO 14694, balancing quality G6,3
Casing:

Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides.

Pre-wired terminal box on fan casing IP65 (IEC 60034-5).

PV Version includes bolt-on outlet guide vanes.

Motor:

High efficiency three-phase motors.

Protection class [P55 (IEC 60034-5), insulation class F.

The motors are equipped with PTC thermistors for motor protection.

Speed controllable via frequency converter,



AXC 400

Article Number: C400AXC
Variante : Par défaut

Parametres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series. suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity.

Impeller:

~ The adjustable blade angle allows flexible and exact adjustment 1o the desired working peint with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

~ Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing;

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection.,...

Trouvez plus de détails dans notre catalogue en ligne

Poids
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Accessoires

ESD-F 400 Buse d'aspiration (305258)
FSD1 Amortisseur AXC (311438)
GFL-AR/AXC 400 Contre-bride (8378)
MFA AXC/AM 400 Console montage (311285)
RSA 400/400/070 (F) (311352)

RSA 400/800/070 (F) (311354)

ZSD1 Amortisseur AXC/set (311436)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
ABS 400 AXC (302952)

vibration mon, set A1/VTV (34261)
vibration mon. set AS/VTV/VKV (34263)
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EV-AR/AXC 400 Manchette souple (8354)
FSD2 Amortisseur AXC/set (305488)

LRK 400(F) Clapet Refoulement (8318)
MPR 400 mounting ring AXC (309802)
RSA 400/600/070 (F) (311353)

SG AXC/AM 400 Grille Protect. (310687)
ZSD2 Amortisseur AXC/set (308600)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-3,0kW/7.2A-IP55, 150/50m (36161)
SD 315-450 Amortisseur caout. (8340)
vibration mon. set A2/VKV (34262)



AXC 450
Article Number: C450AXC
Variante : Par défaut

Parametres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series, suilable for continuous operation in temperatures between -20°C and 55°C
CE mark of conformity,

Impeller;

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

- Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and 1SO 14694, balancing quality G6,3.
Casing:

~ Manufactured from hot-dip galvanized sheet steel according to ISQ 1461,

= Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection,...

Trouvez plus de détails dans notre catalogue en ligne

Poids

Dimensions

oo oo
oo 0o

p
U

%

* Air direction: S

ODa oD hF 2Tk M 3 2xQd L K
530 450 s 500 400 25 8x12 500 435
** Air direction: SQ/SU (S0 = air direction uowards: SU = ar direction downwards)
ODa aDi K zx@d M nxOdF s L

530 450 630 Bxi2 710 ax11 25 650




Accessoires

ESD-F 450 Buse d'aspiration (305259)
FSD1 Amortisseur AXC (311438)
GFL-AR/AXC 450 Contre-bride (8379)
MFA AXC/AM 450 Console montage (311286)
RSA 450/450/080 (F) (311355)

RSA 450/900/080 (F) (311357)

ZSD1 Amortisseur AXC/set (311436)
FC102-1,1TkW/3A-IP55, 150/50m (36158)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
ABS 450 AXC (302953)

SD 315-450 Amortisseur caout. (8340)
vibration men. set A2/VKV (34262)

EV-AR/AXC 450 Manchette souple (8355)
FSD2 Amortisseur AXC/set (305488)

LRK 450(F} Clapet Refoulement (8319)
MPR 450 mounting ring AXC (309803)
RSA 450/675/080 (F) (311356)

SG AXC/AM 450 Grille Protect. {310688)
ZSD2 Amortisseur AXC/set (308600)
FC102-1,5kW/4,1A-1P55, 150/50m (36159)
FC102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-4,0kW/10A-IP55, 150/50m (36162)
vibration mon. set A1/VTV (34261)
vibration mon. set A3NVTV/VKV (34263)
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AXC 500
Article Number: C500AXC
Variante : Par défaut

‘systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity.

imj "

= The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

-~ Impeliers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and 1SO 14694, balancing quality G6,3.
Casing:

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection,...

Trouvez plus de détails dans notre catalogue en ligne

Parametres techniques

Dimensions et polds
Poids 0 ko
Dimensions
L 2TK
o DI
7 v N
)
N 7
e .
- » = | = +
M

' 4 n 4

¥
v
!
¢ Mo
3 A 8
° ° »y
H
'
ZAREAS
i
* Air direction: S
Q0a a0i hF OTk M 3 2x0d L K
590 500 335 560 440 3.0 12x12 540 465

* Air directkon: SO/SU (SO = air girection vowards: SU = arr direction downwards]

ODa aoi K zx@d M nx@dF s L

590 500 696 i2x12 776 4x11 3.0 690



Accessoires

ESD-F 500 Buse d'aspiration (305260)
FSD1 Amortisseur AXC (311438)
GFL-AR/AXC 500 Contre-bride (8380)
MFA AXC/AM 500 Console montage (311287)
RSA 500/1000/080 (F) (311360)

RSA 500/750/080 (F) (311359)

ZSD1 Amortisseur AXC/set (311436)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FG102-2,2kW/5,6A-IP55, 150/50m (36160)
ABS 500 AXC (302954)

SO 500-630 Amortisseur caout, (8341)
vibration mon. set A2/VKV (34262)

EV-AR/AXC 500 Manchette souple (8356)
FSD2 Amortisseur AXC/set (305488)

LRK 500(F) Clapet Refoulement (8320)
MPR 500 mounting ring AXC (309804)
RSA 500/500/080 (F) (311358)

SG AXC/AM 500 Grille Protect. (310689)
ZSD2 Amortisseur AXC/set (308600)
FC102-1 5kW/4,1A-1P55, 150/50m (36159)
FG102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-4,0kW/10A-IP55, 150/50m (36162)
vibration mon. set A1/VTV (34261)
vibration mon. set A3/NVTV/VKV (34263)
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AXC 560

Article Number: C560AXC
Variante : Par défaut

Paramétres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity.

Impeller:

-~ The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to 1SO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

- Manufactured from hot-dip galvanized sheet steel according to I1SO 1461,

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

-~ Pre-wired terminal box on fan casing for easy electrical connection....

Trouvez plus de détails dans notre catalogue en ligne
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Accessoires

ESD-F 560 Pavillon d'asp. (305261)

FSD1 Amortisseur AXC (311438)

FSD3 Amartisseur AXC/set (30546)

LRK 560(F) Clapet Refoulement (8321)
MPR 560 Support montage vertic (309805)
RSA 560/560/080 (F) (311361)

SG AXC/AM 560 Grille Protect. (310690)
ZSD2 Amortisseur AXC/set (308600)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-3,0kW/7,2A-IP55, 150/50m (36161)
FC102-7 5kW/16A-IP55, 150/50m (36164)
FC102-4,0kW/10A-IP55, 150/50m (36162}
vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKYV (34263)
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EV-AR/AXC 560 Manchette souple (8357)
FSD2 Amortisseur AXC/set (305488)
GFL-AR/AXC 560 Contre-bride (8381)
MFA AXC/AM 560 Console montage (311288)
RSA 560/1120/080 (F) (311363)

RSA 560/840/080 (F) (311362)

ZSD1 Amortisseur AXC/set (311436)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 560 AXC (302955)

SD 500-630 Amortisseur caout, (8341)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)



AXC 630
Article Number: C630AXC
Variante : Par défaut

Parametres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity,

Impelier;

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

~ Manufactured from hot-dip galvanized sheet steel according to 1ISO 1461.

~ Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection,...

Trouvez plus de détails dans notre catalogue en ligne
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Accessoires

ESD-F 630 Pavillion d'asp. (305262)

FSD2 Amortisseur AXC/set (305488)
GFL-AR/AXC 630 Contre-bride (8382)

MFA AXC/AM 630 Consele montage (311289)
RSA 630/1260/080 (F) (311368)

RSA 630/945/080 (F) (311365)

ZSD2 Amortisseur AXC/set (308600)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37,5A-1P55,150/50 (36167)
FC102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-7 5kW/16A-IP55, 150/50m (36164)
FC102-15,0kW/32A-IP55, 150/50m {36166)
FSD4 Amortisseur AXC/set (30547)
vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
Z2SD4 Amortisseur AXC/sel (308602)
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EV-AR/AXC 630 Manchette souple (8358)
FSD3 Amortisseur AXC/set (30546)

LRK 630(F) Clapet Refoulement (8322)
MPR 630 Support montage vertic (309806)
RSA 630/630/080 (F) (311364)

SG AXC/AM 630 Grille Protect. (310691)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-1P55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 630 AXC (302956)
FC102-4,0kW/10A-IP55, 150/50m (36162)
SD 500-630 Amortisseur caout. (8341)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)



AXC 710

Article Number: C710AXC
Variante : Par défaut

Parametres techniques

Dimenslons et polds

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity.

Impeller;

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

- Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to 1SO 21940-11 and ISO 14694, balancing quality G6,3.
Casing;

- Manufactured from hot-dip galvanized sheet steel according to ISO 1461,

= Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection....

Trouvez plus de détails dans notre catalogue en ligne
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Accessoires

EV-AR/AXC 710 Manchette souple (8359)
FSD3 Amartisseur AXC/set (30546)

MFA AXC/AM 710 Console montage (311290)
ZSD2 Amortisseur AXC/set (308600)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37 5A-IP55,150/50 (36167)
FG102-22,0kW/44A-IP55, 150/50m (36168)
FC102-30,0kW/61A-IP55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 710 Buse d'aspiration (305263)
FC102-4,0kW/10A-IP55, 150/50m (36162)
LRK 710(F) Clapet Refoulement (8323)
RSA 710/1065/080 (F) (311370)

RSA 710/710/080 (F) (311369)

vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
ZSD4 Amortisseur AXC/set (308602)
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FSD2 Amortisseur AXC/set (305488)
GFL-AR/AXC 710 Contre-bride (8383)

SG AXC/AM/AR 710 Grille (310692)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-55kW/13A-IP55, 150/50m (36163)
ABS 710 AXC (302957)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FSD4 Amortisseur AXC/set (30547}

MPR 710 mounting ring AXC (309807)
RSA 710/1420/080 (F) (311371)

SD Amortisseur caout. = 81,5kg (8342)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)



AXC 800
Article Number: CB0O0AXC
Variante : Par défaut

Parameétres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(C
CE mark of conformity.

Impeller;

- The adjustable blade angle allows flexible and exact adjustment 1o the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing guality G6,3.

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

~ Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection.,...

Trouvez plus de détails dans notre catalogue en ligne
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Accessoires

EV-AR/AXC 800 Manchette souple (8360)
GFL-AR/AXC 800 Contre-bride (8384)

MFA AXC/AM 800 Console montage (311291)

RSA 800/1600/100 (F) (311374)
SG AXC/AM/AR 800 Grille (310693)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37 5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-30,0kW/61A-IP55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 800 Buse d'aspiration (305264)
FC102-4,0kW/10A-IP55, 150/50m (36162)
MPR 800 mounting ring AXC (309808)
vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKYV (34263)
Z5D4 Amortisseur AXC/set (308602)
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FSD3 Amortisseur AXC/set (30546)

LRK 800(F) Clapet Refoulement (8324)
RSA 800/1200/100 (F) (311373)

RSA 800/800/100 (F) (311372)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-1P55, 150/50m (36160)
FC102-3,0kW/7,2A-IP55, 150/50m (36161)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 800 AXC (302958)
FC102-15,0kW/32A-1P55, 150/50m (36166)
FSD4 Amortisseur AXC/set (30547)

SD Amortisseur caout. < 81,5kg (8342)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)



AXC 900
Article Number: C900AXC
Variante : Par défaut

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity,

Impeller;

- The adjustable blade angle allows flexible and exact adjustment o the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

- Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

~ Manufactured from hot-dip galvanized sheet steel according to I1SO 1461,

-~ Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection.,...

Trouvez plus de détails dans notre catalogue en ligne

Parameétres techniques

Dimensions et polds

Paids 0 kg

Dimensions
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Accessoires

EV-AXC 200 Manchette (8361)

GFL-AXC 900 Contre-Bride (8385)

SG AXC/AM 900 Grille Protect. (310694)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37 5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 900 AXC (302959)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FSD4 Amortisseur AXC/set (30547)

LRK 900(F) Clapet Refoulement (8325)
RSA 900/1350/100 (F) (311376)

RSA 900/900/100 (F) (311375)

vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
25D4 Amortisseur AXC/set {308602)
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FSD3 Amortisseur AXC/set (30546)
MFA AXC/AM 900 Console montage (311292)
FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-7, 5kW/16A-IP55, 150/50m (36164)
ESD-F 900 Buse d'aspiration (305265)
FC102-4,0kW/10A-IP55, 150/50m (36162)
FSD5 Jeu de plot ressort (30548)

MPR 900 AXC Support montage (309809)
RSA 900/1800/100 (F) (311377)

SD Amortisseur caout. < 81,5kg (8342)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)

ZS8D5 Amortisseur AXC/set (308603)



AXC 1000
Article Number: C1000AXC
Variante : Par défaut

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°¢
CE mark of conformity.

Impeller;

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing;

= Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

-~ Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability,

- Pre-wired terminal box on fan casing for easy electrical connection....

Trouvez plus de détails dans notre catalogue en ligne

Parameétres techniques

Dimenslons et polds

Poids 0 o

Dimensions

“ Air direction: §
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Accessoires

EV-AR/AXC 1000 Manchette soup. (8362)
GFL-AR/AXC 1000 Contre-bride (8386)

SG AXC/AM/AR 1000 Grille (310695)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37,5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 1000 AXC (308737)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FSD4 Amortisseur AXC/set (30547)

LRK 1000(F) Clapet Refoulement (8326)
RSA 1000/1000/100 (F) (311378)

RSA 1000/2000/100 (F) (311380)

vibration mon, set ATNVTV (34261)
vibration mon. set A3/VTV/VKV (34263)
ZSD4 Amortisseur AXC/set (308602)
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FSD3 Amortisseur AXC/set (30546)

MFA AXC/AM 1000 Cons. montage (311293)
FC102-1,1kW/3A-IPS5, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-3,0kW/7,2A-IP55, 150/50m (36161)
FC102-7,5kW/16A-IP55, 150/50m (36164)
ESD-F 1000 Buse d'aspiration (305266)
FC102-4,0kW/10A-IP55, 150/50m (36162)
FSDS Jeu de plot ressort (30548)

MPR 1000 mountingring AXC (309810)
RSA 1000/1500/100 (F) (311379)

SD Amortisseur caout. < 81,5kg (8342)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)

ZSD5 Amortisseur AXC/set (308603)



AXC 1120
Article Number: C1120AXC
Variante : Par défaut

‘systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°GC and 55°(
CE mark of conformity.

Impeller:

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

= Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

= Manufactured from hot-dip galvanized sheet steel according to ISO 1461,

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection....

Trouvez plus de détails dans notre catalogue en ligne

Parameétres techniques

Dimenslons et polds
Poids 0 kg
Dimensions
: —
—tat | —— _!
==
_ _ ]




* Air direction: §

@ 2 (2] h M
3] o T M @ E olo s
a | % '
d
1 1 1 1 2 7 13
2 1 1 0 0 2 i
6 2 g 3 x [ 16
] 0 0 o 1 a
s
18 5
0.
25
0
z
@ 2 nx M
o D T M = K O ote
a i « il F '
d
1 1 1 1 2 1 3 13
2 1 . 4 ] 3 1 2-
& 2 9 4 x 6 16
0 0 0 4 1 4 Q
5
18
0-
25
1]
Accessoires

FSD3 Amortisseur AXC/set (30546)
FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37,5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-30,0kW/61A-IP55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 1120 Buse d'aspiration (303848)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FG102-4,0kW/10A-IP55, 150/50m (36162)
FSD4 Amortisseur AXC/set (30547)
GFL-AXC 1120 Contre-Bride (300848)
MFA AXC/AM 1120 Cons. montage (311294)
MP AXC 1120/1000 Griffe (306760)

RSA 1120/1680/100 (F) (311382}

SG AXC/AM 1120 Grille Protect, (310686)
vibration mon. set A2/VKV (34262)

ZSD3 Amortisseur AXC/set (308601)

ZSDS Amortisseur AXC/set (308603)
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** Air direction: SO/SU (SO = air direction
upwards: SU = air direction downwards)

FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-3,0kW/7,2A-IP55, 150/50m (36161)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 1120 AXC (311824)

EV-AXC 1120 Manchette souple (300849)
FC102-37,0kW/73A-IP55, 150/50m (36170)
FC102-45,0kW/90A-IP55, 150/50m (36171)
FSDS Jeu de pldt ressort (30548)

LRK 1120(F) Clapet Refoulement (30459}
MP AXC 1120/0700 Griffe (306759)

RSA 1120/1120/100 (F) (311381)

RSA 1120/2240/100 (F) (311383)

vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
ZSD4 Amortisseur AXC/set (308602)



AXC 1250
Article Number: C1250AXC
Variante : Par défaut

Paramétres techniques

Dimensions et poids

- systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°(
CE mark of conformity.

Impeller;

- The adjustable blade angle allows fiexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

~ Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461.

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection,...

Trouvez plus de détails dans notre cataiogue en ligne

Poids

Dimensions
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Accessoires

FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11.0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-1P55, 150/50m (36160)
FC102-3,0kW/7,2A-IP55, 150/50m (36161}
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 1250 AXC (311235)

EV-AXC 1250 Manchette souple (8363)
FC102-37,0kW/73A-IP55, 150/50m (36170)
FC102-45,0kW/90A-IP55, 150/50m (36171)
FC102-75,0kW/147A-IP55150/50 (36173)
FSDS5 Jeu de pldt ressort (30548)

FSD7 Amortisseur AXC/set (30568)

LRK 1250(F) Clapet Refoulement (8327)
MP AXC 1250/1050 Griffe (306761)

RSA 1250/1250/100 (F) (311384)

RSA 1250/2500/100 (F) (311386)

vibration mon. set AT/NVTV (34261)
vibration mon. set A3/VTV/VKV (34263)
Z8D6 Amortisseur AXC/set (308604)
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FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37 5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-30,0kW/61A-IP55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 1250 Buse d'aspiration (305267)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FC102-4,0kW/10A-IP55, 150/50m (36162)
FC102-55,0kW/106A-IP55150/50 (36172)
FG102-90,0kW/177A-IP55150/50 (36174)
FSD6 Amortisseurs AXC (31513)
GFL-AXC 1250 Contre-Bride (8387)

MFA AXC/AM 1250 Cons. montage {311295)
MP AXC 900-1250/850 Griffe (306758)
RSA 1250/1875/100 (F) (311385)

SG AXC/AM 1250 Grille Protect. (310697)
vibration mon. set A2VKV (34262)

ZSD5 Amortisseur AXC/set (308603)

ZSD7 Amortisseur AXC/set (308605)



AXC 1400
Article Number: C1400AXC
Variante : Par défaut

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temp esb 1-20°C and 55°(
CE mark of conformity.

Impeller;

~ The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

= Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to 1SO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

= Manutfactured from hot-dip galvanized sheet steel according to I1SO 1461,

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection,...

Trouvez plus de détails dans nolre catalogue en ligne

Parameétres techniques

Dimensians et polds

Poids

Dimensions

* Air direction: §
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Accessoires

FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2.2kW/5 6A-IP55, 150/50m (36160)
FC102-3,0kW/7 2A-IP55, 150/50m (36161)
FC102-55kW/13A-IP55, 150/50m (36163)
ABS 1400 AXC (311825)

EV-AXC 1400 Manchette souple (300869)
FC102-37,0kW/73A-IP55, 150/50m (36170)
FC102-45,0kW/90A-IP55, 150/50m (36171)
FC102-75,0kW/147A-IP55150/50 (36173)
FSDS5 Jeu de plét ressort (30548)

FSD7 Amortisseur AXC/set (30568)
GFL-AXC 1400 Contre-Bride (300868)
MFA-AXC/AM 1400 Cons. montage (311770)
MP AXC 1400-1600/1360 Griffe (311701)
RSA 1400/2100/100 (F) (311388)

SG AXC/AM 1400 Grille Protect. (310698)
vibration mon. set A2/VKV (34262)

ZSD5 Amortisseur AXC/set (308603)

Z35D7 Amortisseur AXC/set (308605)

FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37 5A-IP55,150/50 (36167)
FC102-22,0kW/44A-IP55, 150/50m (36168)
FC102-30,0kW/81A-IP55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 1400 Buse d'aspiration (300846)
FC102-15,0kW/32A-IP55, 150/50m (36166)
FC102-4,0kW/10A-IP55, 150/50m (36162)
FC102-55.0kW/106A-IP55150/50 (36172)
FC102-90,0kW/177A-IP55150/50 (36174)
FSD6 Amortisseurs AXC (31513)

FSD8 Amortisseur AXC/set (31298)

LRK 1400(F) air oper. damper (311214)
MP AXC 1400-1600/0950 Griffe (311700)
RSA 1400/1400/100 (F) (311387)

RSA 1400/2800/100 (F) (311389)

vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
ZSD6 Amortisseur AXC/set (308604)
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AXC 1600
Article Number: C1600AXC
Variante : Par défaut

Parameétres techniques

Dimensions et polds

systemair

Description

Axial fan of the AXC series, suitable for continuous operation in temperatures between -20°C and 55°¢
CE mark of conformity.

Impeller:

- The adjustable blade angle allows flexible and exact adjustment to the desired working point with
optimum efficiency. The blade angle is pre-set in the factory.

- Impellers with profiled blades made of cast aluminum alloy.

- Dynamically balanced according to ISO 21940-11 and ISO 14694, balancing quality G6,3.
Casing:

~ Manufactured from hot-dip galvanized sheet steel according to ISO 1461,

- Pre-drilled, rolled Eurovent 1/2 flanges pressed on both sides provide additional stability.

- Pre-wired terminal box on fan casing for easy electrical connection....

Trouvez plus de détails dans notre catalogue en ligne

Poids

Dimensions

* Air direction: §
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Accessoires

FC102-1,1kW/3A-IP55, 150/50m (36158)
FC102-11,0kW/24A-IP55, 150/50m (36165)
FC102-2,2kW/5,6A-IP55, 150/50m (36160)
FC102-3,0kW/7,2A-IP55, 150/50m (36161)
FC102-5,5kW/13A-IP55, 150/50m (36163)
ABS 1600 AXC (311826)

EV-AXC 1600 Manchette souple (310409)
FC102-37,0kW/73A-IP55, 150/50m (36170)
FC102-45,0kW/90A-IP55, 150/50m (36171)
FC102-75,0kW/147A-IP55150/50 (36173)
FSDS Jeu de pldt ressort (30548)

FSD7 Amortisseur AXC/set (30568)
GFL-AXC 1600 Contre-Bride (300853)
MFA-AXC/AM 1600 Cons. montage (311771)
MP AXC 1400-1600/1360 Griffe (311701)
RSA 1600/2400/100 (F) (311391)

SG AXC/AM 1600 Grille Protect. (310699)
vibration mon. set A2/VKV (34262)

ZSD5 Amortisseur AXC/set (308603)

ZSD7 Amortisseur AXC/set (308605)

FC102-1,5kW/4,1A-IP55, 150/50m (36159)
FC102-18,5kW/37,5A-IP55,150/50 (36167)
FC102-22,0kW/44A-1P55, 150/50m (36168)
FC102-30,0kW/61A-1P55, 150/50m (36169)
FC102-7 5kW/16A-IP55, 150/50m (36164)
ESD-F 1600 Buse d'aspiration (310408)
FC102-15.0kW/32A-IP55, 150/50m (36166)
FC102-4,0kW/10A-IP55, 150/50m (36162)
FC102-55,0kW/106A-1P55150/50 (36172)
FC102-90,0kW/177A-IP55150/50 (36174)
FSD6 Amortisseurs AXC (31513)

FSD8 Amortisseur AXC/set (31298)

LRK 1600(F) air oper. damper (311215)
MP AXC 1400-1600/0950 Griffe (311700)
RSA 1600/1600/100 (F) (311390)

RSA 1600/3200/100 (F) (311392)

vibration mon. set A1/VTV (34261)
vibration mon. set A3/VTV/VKV (34263)
ZSD6 Amortisseur AXC/set (308604)
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